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DO NOT SCALE this drawing or the computer digital data.

Lead Consultant to be notified of any discrepancies in figured dimensions.

Contractors must check all site dimensions.

This drawing is copyright and is for use on this site only.

This Drawing shall be used for pricing purposes and to highlight extent of works only. This

drawing shall not be used for installation purposes. Contractor shall provide their own

co-ordinated working drawings prior to start on site.

Notes

All installations and components shall comply with the current

requirement of:-

- The IEE Regulations (Requirements for Electrical Installations)

(BS7671) - Latest edition.

- The Electricity at Work Regulations 1989.

- The Electricity Supply (Amendment) Regulations 2000.

- Health and Safety at Work Act etc 1974.

- All relevant parts of the Current Edition of the Building

Regulations (including DDA).

- All British Standards & Codes of Practices.

1. This drawing is to be read in conjunction with all other

Electrical, Mechanical, Architectural & Civil drawings and

specifications to ensure full coordination.

2. The contractor shall prepare a schedule of builder's works

prior to commencement of the works, to be issued to the main

contractor.

3. Basic components are listed on drawing. Contractor to allow

for all components necessary to provide fully working systems.

4. Pilot control lighting (PCL) unable to be shown on lux plot.

Pilots to activate a dedicated VHF frequency to transmit a

specific sequence of microphone clicks to turn on landing

lights. PCL to be located on concrete helipad, exact details to

be confirmed. 2 to 4 take offs and landings per night on

average, with the landing lights only on for short durations

(minutes) during these movements, and providing upward

directional lighting.
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Total of 16 "Whitecroft Mistral Midi" fittings fitted to 5m column for

car park areas and entrance lighting.

Mistral Midi is a post-top luminare crafted to meet lighting

standards while being environmentally conscious.

Complete with 4000K LED.

Luminaire input power: 113.6 W

Luminaire luminous flux: 13593 lm

Luminaire efficacy: 119.7 lm/W

Total of 8 "Whitecroft Euroflood SL" fittings fitted to the building

for lighting around the building.

Euroflood SL floodlight series features a sleek, minimalistic design

with a robust die-cast body. Complete with 4000K LED.

Luminaire input power: 84 W

Luminaire luminous flux: 10124 lm

Luminaire efficacy: 120.5 lm/W

P02

Note added in regarding PCL.
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Updated to suit comments.
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